Reducing tee

TVRQT-45
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Descrlptlon 125 100 100 180 40
Ventilation tee connects with other TRANS-Quick components 150 100 100 180 40
to transport contaminated air, sawdust, or to simply combine 150 125 100 180 40
or split airflows. The tee has a reducing 45° branch off. 150 125 125 220 40
Wall thickness: 0.7 or 0.9 mm. 160 100 100 180 40
45° branch. 160 125 100 180 40
160 125 125 220 40
Available materials - designation example 160 150 100 180 40
TVRQT-45-160-125-100-070 - galvanised steel sheet 160 150 125 220 40
160 150 150 250 40
Designation example 180 100 100 180 40
Product Code:  TVRQT-45 - aaa - bbb - ccc - ddd 180 125 100 180 40
type 180 125 125 220 40
diameter @i, 180 150 100 180 40
diameter @d, 180 150 125 220 40
diameter gd, 180 150 150 250 40
thickness 180 160 100 180 40
180 160 125 220 40
180 160 150 250 40
180 160 160 270 40
200 100 100 180 40
200 125 100 180 40
200 125 125 220 40
200 150 100 180 40
200 150 125 220 40
200 150 150 250 40
200 160 100 180 40
200 160 125 220 40
200 160 150 250 40
200 160 160 270 40
200 180 100 180 40
200 180 125 220 40
200 180 150 250 40
200 180 160 270 40
200 180 180 300 40
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CIE) Dimensions
P Diameter @d, Diameter @d, Diameter @d, L L, Diameter @d, Diameter @d, Diameter @d, L L,
V) [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]
>\ 225 125 100 180 40 300 150 100 180 40
m 225 125 125 220 40 300 150 125 220 40
x 225 150 100 180 40 300 150 150 250 40
U 225 150 125 220 40 300 160 100 180 40
 — 225 150 150 250 40 300 160 125 220 40
: 225 160 100 180 40 300 160 150 250 40
O 225 160 125 220 40 300 160 160 270 40
1 225 160 150 250 40 300 180 100 180 40
m 225 160 160 270 40 300 180 125 220 40
Z 225 180 100 180 40 300 180 150 250 40
< 225 180 125 220 40 300 180 160 270 40
m 225 180 150 250 40 300 180 180 300 40
225 180 160 270 40 300 200 100 180 40
h 225 180 180 300 40 300 200 125 220 40
225 200 100 180 40 300 200 150 250 40
225 200 125 220 40 300 200 160 270 40
225 200 150 250 40 300 200 180 300 40
225 200 160 270 40 300 200 200 350 60
225 200 180 300 40 300 225 100 180 40
225 200 200 350 60 300 225 125 220 40
250 125 100 180 40 300 225 150 250 40
250 125 125 220 40 300 225 160 270 40
250 150 100 180 40 300 225 180 300 40
250 150 125 220 40 300 225 200 350 60
250 150 150 250 40 300 225 225 400 60
250 160 100 180 40 300 250 125 220 40
250 160 125 220 40 300 250 150 250 40
250 160 150 250 40 300 250 160 270 40
250 160 160 270 40 300 250 180 300 40
250 180 100 180 40 300 250 200 350 60
250 180 125 220 40 300 250 250 450 80
250 180 150 250 40
250 180 160 270 40
250 180 180 300 40
250 200 100 180 40
250 200 125 220 40
250 200 150 250 40
250 200 160 270 40
250 200 180 300 40
250 200 200 350 60
250 225 100 180 40
250 225 125 220 40
250 225 150 250 40
250 225 160 270 40
250 225 180 300 40
250 225 225 400 60
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Dimensions J
Diameter @d, Diameter @d, Diameter @d, L L Diameter @d, Diameter @d, Diameter @d, L L, >

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] Z

315 160 100 180 40 350 180 100 180 40 m

315 160 125 220 40 350 180 125 220 40 1

315 160 150 250 40 350 180 150 250 40 0

315 160 160 270 40 350 180 160 270 40 :

315 180 100 180 40 350 180 180 300 40 —

315 180 125 220 40 350 200 100 180 40 0

315 180 150 250 40 350 200 125 220 40 T

315 180 160 270 40 350 200 150 250 40 m

315 180 180 300 40 350 200 160 270 40 t<

315 200 100 180 40 350 200 180 300 40 w

315 200 125 220 40 350 200 200 350 60 -~

315 200 150 250 40 350 250 125 220 40 rD

315 200 160 270 40 350 250 150 250 40 3

315 200 180 300 40 350 250 160 270 40

315 200 200 350 60 350 250 180 300 40

315 225 100 180 40 350 250 200 350 60

315 225 125 220 40 350 250 225 400 60

315 225 160 270 40 350 250 250 450 80

315 225 180 300 40 350 300 150 250 40

315 225 200 350 60 350 300 160 270 40

315 225 225 400 60 350 300 180 300 40

315 250 125 220 40 350 300 200 350 60

315 250 150 250 40 350 300 225 400 60

315 250 160 270 40 350 300 250 450 80

315 250 180 300 40 350 300 300 450 80

315 250 200 350 60 350 315 125 220 40

315 250 250 450 80 350 315 150 250 40

315 300 150 250 40 350 315 160 270 40

315 300 160 270 40 350 315 180 300 40

315 300 180 300 40 350 315 200 350 60

315 300 200 350 60 350 315 225 400 60

315 300 225 400 60 350 315 250 450 80

315 300 250 450 80 350 315 300 450 80

315 300 300 450 80 350 315 315 500 80

ALNOR® ventilation systems

is a registered trademark protected by a technical patent. All modification rights reserved.



http://www.alnor.com.pl/

Reducing tee

TVRQT-45

CIE) Dimensions
P Diameter @d, Diameter @d, Diameter @d, L L, Diameter @d, Diameter @d, Diameter @d, L L,
V) [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]
>\ 400 200 100 180 40 450 315 250 450 80
m 400 200 125 220 40 450 315 300 450 80
x 400 200 150 250 40 450 315 315 500 80
U 400 200 160 270 40 450 350 300 450 80
 — 400 200 180 300 40 450 350 315 500 80
: 400 200 200 350 60 450 350 350 500 100
O 400 225 100 180 40 450 400 315 500 80
1 400 225 125 220 40 450 400 350 500 100
m 400 225 160 270 40 450 400 400 550 100
Z 400 225 180 300 40 500 350 300 450 80
< 400 225 200 350 60 500 350 315 500 80
m 400 225 225 400 60 500 350 350 500 100
h 400 250 125 220 40 500 400 315 500 80
400 250 150 250 40 500 400 350 500 100
400 250 160 270 40 500 400 400 550 100
400 250 180 300 40 500 450 350 500 100
400 250 200 350 60 500 450 400 550 100
400 250 225 400 60 500 450 450 600 120
400 250 250 450 80 550 400 315 500 80
400 300 150 250 40 550 400 350 500 100
400 300 160 270 40 550 400 400 550 100
400 300 180 300 40 550 450 350 500 100
400 300 200 350 60 550 450 400 550 100
400 300 225 400 60 550 450 450 600 120
400 300 250 450 80 550 510 400 550 100
400 300 300 450 80 550 500 450 600 120
400 315 160 270 40 550 500 500 650 120
400 315 180 300 40 600 450 350 500 100
400 315 200 350 60 600 450 400 550 100
400 315 225 400 60 600 450 450 600 120
400 315 250 450 80 600 500 400 550 100
400 315 300 450 80 600 500 450 600 120
400 315 315 500 80 600 500 500 650 120
400 350 200 350 60 600 550 450 600 120
400 350 250 450 80 600 550 500 650 120
400 350 300 450 80 600 550 550 700 140
400 350 315 500 80
400 350 350 500 100
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